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CENTRIFUGAL BLOWERS

Condensed 
Catalogue  

Forward Curved  
Inline Duct Blowers Backward Inclined

Inline Blowers
Belt Drive 

Utility Blowers Spun Aluminum 
Exhausters

Forward Curved
DWDI Blowers Plenum Fans

Forward Curved 
Roof Exhausters Forward Curved 

Fresh Air Supply
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Air Moving Products

‘200’,  ‘9200’  &  ‘9200-VIB’  Series  
Forward Curved Inline Duct Blowers

Features:
•	 Forward Curved blowers operate at low RPM 

for low noise levels
Å Attractive green enamel paint ýnish
•	 Heavy duty ball bearings suitable for -650 F to 

+2500 F

9200 Series  
Heavy Duty, Insulated   
Indoor or Outdoor Applications  

9200-VIB Series
With Internal Spring 
Vibration Isolation

200 Series   
Indoor Applications    
Insulated or Non-Insulated

Twin Units (not illustrated) use a common shaft for balanced air supply by each blower.

See Page 3 & 4 for
details on accessories

•  Filter Sections

•  Intake Hoods

•  Hot Water Coils 

•  Chilled Water Coils

•  Direct Expansion Coils

Dimensions (inches)     		  	 Outlet	 Inlet	 Shaft	 Unit Wt.  
	Model	 A  	 B  	 C  	 D  	 E  	 F  	 G  	 H  	 J  	 K  	 L	 M  	 Dia.  	 (lbs.)  

207	 18	 15-3/8	 23	 8-1/4	 9-3/16	 14-1/2	 9-5/8	 1-1/4	 1-1/4	 7/8	 15-7/8	 13-3/8	 3/4	 43  

209	 21	 18	 23	 10-1/4	 11-13/16	 17-1/2	 11-3/4	 1-1/4	 1-3/4	 7/8	 19	 16	 3/4	 55  

210	 22-1/4	 20	 24-3/4	 11-3/8	 13-1/8	 18-3/4	 13-3/8	 1-1/4	 1-3/4	 7/8	 20-1/4	 18	 3/4	 65  

212	 27	 23	 27-1/2	 13-7/16	 15-5/8	 23-1/2	 16-1/8	 1-1/4	 1-3/4	 7/8	 25	 21	 3/4	 82  

215	 33-1/2	 28	 32	 15-7/8	 18-5/8	 28	 19-1/2	 2-5/8	 1-3/4	 7/8	 30-1/2	 25	 1  	 140  

218	 41-1/2	 34	 44	 19-5/8	 22-5/8	 35	 24	 2-3/4	 1-3/4	 1-1/8	 35-3/8	 31-5/8	 1	 158

Dimensions (inches)     			   Outlet	 Inlet	 Shaft	 Unit Wt.  
	Model	 A  	 B  	 C  	 D  	 E  	 H  	 K  	 L	 M  	 Dia.  	 (lbs.)  

9209	 21	 18	 23	 11-1/4	 12-3/4	 1	 1-1/8	 19	 16	 3/4	 61

9210	 22-1/4	 20	 24-3/4	 12-3/8	 14-1/8	 1	 1-1/8	 20-1/4	 18	 3/4	 70  

9212	 30-1/8	 24-3/4	 34	 14-1/2	 16-5/8	 2-1/8	 1-1/8	 25-1/8	 21-1/8	 1	 143  

9215	 33-3/4	 28-5/8	 38-1/8	 17	 19-5/8	 2-1/8	 1-1/8	 30-5/8	 25-1/4	 1	 176  

9218	 41-1/2	 34	 44	 19-5/8	 22-5/8	 2-3/4	 1-1/8	 35-3/8	 31-5/8	 1	 323

9220  	 44-3/4	 41-1/8	 57-1/2	 25-3/4	 25-3/4	 3	 1-1/8	 38-3/8	 35-1/8	 1-7/16	 515

For complete details on 200, 9200 & 9200-VIB series duct blowers request catalogue SS-31

•	 Keywayed shafts both ends for clockwise or counter 
clockwise rotation

•	 Saddle type motor mounting platform provides extended 
belt tension adjustment range on all models

705  

Delhi Industries certiýes 
that the 200 & 9200 Series 

shown herein are licensed 
to bear the AMCA Seal. 

The ratings shown are based 
on tests and procedures 
performed in accordance 

with AMCA Publications 
211 & 311 and comply 
with the requirements 
of the AMCA Certiýed 
Ratings Programme.
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‘200’ & ‘9200’ Series Performance Table

	 Model  	 1/2” SP  	 1” SP  	 1-1/2” SP  	2 ” SP  	2 -1/2” SP  	 Max HP  

	 207	 1400	 1250	 1100	 900	 700	 3/4  

	 209	 1800	 1600	 1400	 1100	 800	 3/4  

	 9209  	 2400	 2300	 2100	 1900	 1700	 1-1/2  

	 210	 2100	 1800	 1400	 1000	 700	 1-1/2  

	 9210	 2900	 2700	 2500	 2100	 1700	 1-1/2  

	 212	 3600	 3200	 2800	 2300	 1800	 1-1/2  

	 9212	 4300	 4300	 4100	 3800	 3500	 3  

	 215	 5700	 5200	 4600	 4000	 3400	 3  

	 9215	 6200	 6200	 6200	 5700	 5200	 5  

	 218 & 9218  	 9000  	 8250  	 7500  	 6700  	 5750  	 5  

	 9220  	 13000  	 13000  	 13000  	 13000  	 13000  	 15

Typical Maximum CFM @ SP

Filter Sections & Intake Hoods

H9200
INTAKE HOOD
For 9200 Series
Duct Blowers

Series F200A & F9220A Series H9200

F200A
FILTER SECTION
For 200 & 9200 Series
Duct Blowers 

F9220A
FILTER SECTION
For Model 9220
Duct Blower

	F207A  	 17-3/4  	 15-3/8  	 16  	 13-1/2  	 14-1/8 x 16-5/8  	 (1)  	 11  	 N/A  	  - -   	 - -   	 - -   	 - -   	 - -   	 - -

	F209A  	 21  	 18  	 19-1/8  	 16-1/8  	 16-3/4 x 19-7/8  	 (1)  	 12  	 H9209  	 19-1/4  	 16-9/16  	 21-1/4  	 16 x 24  	 (1)  	 14

	F210A  	 22-1/4  	 20  	 20-3/8  	 18-1/8  	 18-3/4 x 21-1/8  	 (1)  	 14  	 H9210  	 20-1/2  	 18-9/16  	 25-3/4  	 15 x 20  	 (2)  	 16

	F212A  	 27  	 23  	 25-1/8  	 21-1/8  	 21-3/4 x 25-7/8  	 (1)  	 16  	 H9212  	 25-3/8  	 21-9/16  	 30-3/4  	 20 x 25 & 16 x 25  	 (2)  	 27

	F215A  	 32-1/2  	 26-3/4  	 30-5/8  	 25-1/8  	 25-3/4 x 31  	 (1)  	 21  	 H9215  	 31-3/16  	 25-13/16  	 33-1/2  	 20 x 28-1/2  	 (2)  	 38

	F218A  	 37  	 33-1/4 	 35-1/4  	 31-1/2  	 32-1/4 x 35-7/8  	 (1)  	 46  	 H9218  	 35-5/8  	 32-11/16  	 40-1/4  	 20 x 25 (2) & 16 x 25 	 (2)    	 50

	F9220A  	39-3/4  	 37-1/4  	 38-1/2  	 35-1/4  	 20 x 25  	 (6)  	 64  	 H9220  	 38-5/8  	 35-9/16  	 22  	      Filters not included - Use  F9220A    	40  	

  						        		  Unit							       Unit
	Model   	 A    	 B    	 N   	  P  	 Filter Size    	 (Qty)  	 Wt.     	Model    	 L    	 M    	 Z   	  Filter Size    	 (Qty)  	 Wt.
								        (lbs.)							       (lbs.)

See catalogue SS-31 for ýlter and intake hood pressure drop data.

Dimensions (inches)

CFM values listed above are summarized for convenience. For full performance data refer to back cover for reference to product speciýc catalogues

Power rating (BHP) does not include transmission losses. Performance certiýed is for installation type B: Free inlet, Ducted outlet. Performance ratings do not include 
the effect of appurtenances (accessories). 
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Features:
•	 Universal frame allows for choice of discharge position
•	 Multiple choice for motor mounting location with each 

discharge position
•	 Motor mounting hardware supplied with models 407 to 

418. Optional platform for models 420 to 425
•	 Keywayed shafts
Å Spider bearing brackets for models 407 - 418, Pillow block 

with T bar support for models 420, 422 & 425
•	 Ball bearings suitable for -650 to + 2500 F
Å Optional back draft dampers, inlet & outlet screens and 

belt guards 

    														              UNIT WT.	        Typical Maximum CFM @ SP		  Max

	Model	 A	 B	 D	 E	 F	 G	 L	 M	 N	 O	 P	 R	 (LBS.)	 1/2”	 1”	 1-1/2”	2 ”	2 -1/2”	 HP

	4 07	 14-1/4	 6-1/2	 8-3/8	 6-7/8	 11-5/8	 8-5/8	 11-3/4	 3/4	 3/4	 9	 9	 1-1/2	 16	 1000	 900	 800	 700	 500	 1  

	4 09	 17-1/4	 7-15/16	 10-1/4	 9-3/16	 13-15/16	 10-1/8	 14-1/2	 3/4	 3/4	 10	 11-5/16	 1-1/2	 23	 2100	 2000	 1900	 1850	 1750	 2  

	4 10	 19-1/8	 9	 11-3/8	 9-3/16	 13-15/16	 11-1/4	 16-1/4	 3/4	 3/4	 12	 11-5/16	 1-1/2	 26	 2600	 2400	 2300	 2150	 2050	 2  

	4 12	 22-1/4	 10-9/16	 13-1/2	 9-3/16	 13-15/16	 13	 19	 3/4	 3/4	 14	 11-5/16	 1-1/2	 30	 3250	 3000	 2850	 2700	 2600	 2  

	4 15	 29-3/4	 14-3/4	 17	 12-1/2	 17-3/8	 18-1/8	 25-1/4	 3/4	 1	 17	 14-3/4	 1-1/2	 56	 5260	 4850	 4500	 4150	 3550	 3  

	4 18	 30-3/4	 14-15/16	 18-7/8	 14	 20-3/8	 17-3/4	 26-1/2	 3/4	 1	 18	 17-1/4	 1-1/2	 87	 6700	 6300	 5950	 5550	 5200	 5  

	42 0	 38	 18-5/16	 24-3/4	 15-3/4	 24-1/4	 22-9/16	 31-1/4	 1-1/2	 1-3/16	 21	 19-3/4	 2	 189	 9300	 8850	 8500	 8000	 7700	 7-1/2  

	422 	 41-1/2	 20-1/16	 27-1/4	 17-1/8	 25-5/8	 24-5/8	 34-1/4	 1-1/2	 1-3/16	 22-1/2	 21-1/8	 2	 214	 10300	 9750	 9200	 8600	 8000	 7-1/2  

	42 5	 46-3/4	 22-5/8	 31-1/4	 19-5/8	 28-1/8	 27-3/4	 38-3/8	 1-1/2	 1-3/16	 26-3/4	 23-5/8	 2	 252	 14300	 13400	 12550	 11850	 11400	 10 

Dimensions (inches)	 Performance Data

For complete details on ‘400’ & ‘600’ series blowers request catalogue SS-30

    													             UNIT WT.	        Typical Maximum CFM @ SP		 Max

	Model	 A	 D	 E	 F	 G	 H	 K	 L	 N	 O	 P	 (LBS.)	 1/2”	 1”	 1-1/2”	2 ”	2 -1/2”	 HP

	 610	 24-13/16	 11-3/8	 9-3/16	 28-9/1	 615-1/16	 21-5/16	 13-3/16	 16-3/4	 3/4	 12	 17-1/4	 57	 2600	 2400	 2300	 2150	 2050	 2  

	 612	 26-9/16	 13-7/16	 9-3/16	 28-9/16	 15-1/16	 21-5/16	 13-3/16	 19-1/2	 3/4	 14	 17-1/4	 60	 3250	 3000	 2850	 2700	 2600	 2  

	 615	 36-3/4	 17	 12-1/2	 35-7/8	 20-1/16	 29-1/8	 16-9/16	 25-15/16	 1	 17	 21-1/8	 124	 5260	 4850	 4500	 4150	 3550	 3  

	 618	 36-5/16	 18-7/8	 14	 37-3/8	 20-1/16	 29-1/8	 16-9/16	 27	 1	 18	 21-1/8	 144	 6700	 6300	 5950	 5550	 5200	 5  

	 620	 48-9/16	 24-3/4	 15-3/4	 46-7/16	 28	 40-7/8	 25-1/4	 32-7/16	 1-3/16	 21	 27-11/16	 278	 9300	 8850	 8500	 8000	 7700	 7-1/2  

	 622	 50-9/16	 27-1/4	 17-1/8	 47-13/16	 28	 40-7/8	 25-1/4	 35-1/2	 1-3/16	 22-1/2	 27-11/16	 296	 10300	 9750	 9200	 8600	 8000	 7-1/2  

	 625	 53-11/16	 31-1/4	 19-5/8	 50-5/16	 28	 40-7/8	 25-1/4	 39-5/8	 1-3/16	 26-3/4	 27-11/16	 329	 14300	 13400	 12550	 11850	 11400	 10 

Dimensions (inches)	 Performance Data

‘600’ Series

Features continued:
Å Standard, vented motor and drive compartment 

cover for safety and weather protection    
•	 Sliding motor base for belt tension adjustment
•	 Standard top horizontal discharge position can be 

easily rotated to any of 8 positions 
•	 Keywayed shaft

Optional Accessories:
Å Corrosion resistant ýnishes  
•	 Back draft dampers  
•	 Inlet & outlet screens  
•	 Clean out door  
•	 Heat slinger  
Å 2ò Drain ýtting  

Delhi Industries certiýes that the 600 
Series shown herein are licensed 

to bear the AMCA Seal. 
The ratings shown are based on 

tests and procedures performed in 
accordance with AMCA Publications 

211 and comply with the 
requirements of the AMCA Certiýed 

Ratings Programme.

‘400’ & ‘600’ Series  
Belt Drive Utility Blowers

Power rating (BHP) does not include transmission losses. Performance certiýed is for installation type B: Free inlet, Ducted outlet. Performance ratings do not include the 
effect of appurtenances (accessories). 
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‘DSQ’ Series
Backward Inclined Square Inline Blowers

DSQ-B (Belt Drive) Features:
Å Heavy duty, non-overloading backward inclined wheel
•	 Pivoted motor mounting base for convenient belt tension 

adjustment
•	A ir handler pillow block bearings mounted on rigid angle 

iron frame
•	 Leak proof access panels with gasket
•	A ngle iron mounting lugs can be relocated for base or 

suspension mounting or positioning motor on the top, 
side or bottom of blower

•	 For side discharge simply re-locate the side panel to the 
normal discharge opening

•	 Motor cover supplied
•	 Junction box

DSQ-D (Direct Drive) Features:
Å Heavy duty, non-overloading backward inclined wheel
•	 Leak proof access panels with gasket
•	A ngle iron mounting lugs can be relocated for base or 

suspension mounting 
•	 Side discharge option as standard - simply re-locate the 

side panel to the discharge
•	 Junction box
•	 120V TEAO motor
•	 Two speed motor - DSQ-D-15

Optional Accessories:
Å F-DSQ Filter section with óVô bank 1ò aluminum ýlters. 

(Filter rack will accept customer supplied 2ò ýlters)
Å Speed Control for DSQ-D-10, 12 & 13

705  

For complete details on ‘DSQ-B’ & ‘DSQ-D’ series blowers request catalogue SS-50

DSQ-B Series Performance Table

                          Typical Maximum CFM @ SP

	 Model  	 1/2”   	 1”  	 1-1/2”  	2 ”  

	DSQ-B-10  	 1700  	 1500  	 1300  	 1100  	 1  

	DSQ-B-12  	 2700  	 2400  	 2100  	 1900  	 1-1/2 

	DSQ-B-13  	 3100  	 2800  	 2400  	 2000  	 1-1/2 

	DSQ-B-15  	 4000  	 3600  	 3200  	 2600  	 2  

	DSQ-B-16  	 5400  	 5000  	 4600  	 4000  	 3	

	DSQ-B-18  	 6000  	 5600  	 5000  	 4400  	 3

	DSQ-B-20  	 7200  	 6400  	 5600  	 4600  	 3 

	DSQ-B-22  	 9500  	 9000  	 8300  	 7500  	 5

	DSQ-B-24  	 12500  	 12000  	 11200  	 10500  	 7-1/2

	DSQ-B-27  	 14500  	 13500  	 12500  	 11000  	 7-1/2   

Max
HP

DSQ-D Series Performance Table

                            Typical Maximum CFM @ SP

	 Model  	 1/2”   	 1”  	 1-1/2”  	2 ”  	 HP

	DSQ-D-10  	 870  	 390      	 - -	 - -	 1/4  

	DSQ-D-12  	 1630  	 1220      	 - -	 - -	 1/2  

	DSQ-D-13  	 2280  	 1800  	 1120    	 - -	 3/4

	DSQ-D-15  	 3060  	 2680  	 3200  	 1400  	 1-1/2

Delhi Industries certiýes that the DSQ series shown herein are 
licensed to bear the AMCA Seal. The ratings shown are based 
on tests and procedures performed in accordance with AMCA 

Publications 211 & 311 and comply with the requirements 
of the AMCA Certiýed Ratings Programme.

Power rating (BHP) does not include transmission losses. Performance certiýed is 
for installation type B: Free inlet, Ducted outlet.
Performance ratings do not include the effect of appurtenances (accessories). 
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‘300’  Series  
Forward Curved Roof Exhausters

Features:
Å Rugged, vandal resistant, galvanized steel 

cabinet
•	 Square base allows discharge to be 

oriented in any of 4 directions
•	 Back draft damper and bird screen included
•	 Heavy duty ball bearings suitable for -65O 

to +250O F.
Å Cabinet insulated with 1/2ò ýberglass 

insulation 
705  

‘700’  Series  
Filtered Fresh Air Supply Units

Features:
Å Green, weather resistant enamel paint 

ýnish on galvanized steel
•	 Heavy duty ball bearings suitable for -65O 

to +250O F.
•	 Latched top cover provides convenient 

service access to 4 ýlters
•	 Flexible forward curved belt drive blowers 

operate at low speed and noise levels 

‘SIS’  Series 
Side Intake Filtered Fresh Air Supply Units Features:

•	 Side intake provides a means to meet 
supply and exhaust air separation in 
restaurant applications

•	 Easy on-site addition of customer supplied 
air supply duct extension provides 
additional separation where necessary

•	 Filters designed with large surface area for 
efýcient ýltration  

Å Green weather resistant enamel paint ýnish 
on galvanized steel

705  
* Curb size to be smaller than inside cabinet to 

allow for þashing and rooýng

705  

For complete details on ‘300’ series blowers request catalogue SS-43.  SS-32 for ‘700’ & ‘SIS’ series. 

* Curb size to be smaller than inside cabinet to 
allow for þashing and rooýng

5/16” Holes for
Fastening to Curb

Remove Cap
For Filter Access

Delhi Industries certiýes that the 300, 700 
& SIS series shown herein are licensed 

to bear the AMCA Seal. The ratings 
shown are based on tests and procedures 

performed in accordance with AMCA 
Publications 211 & 311 and comply with 
the requirements of the AMCA Certiýed 

Ratings Programme.

A

A

C

B

2”

D*
D*

Curb by Others
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‘300’,’700’ & ‘SIS’ Series
‘300’ Series Dimensions (inches)

	 Model  	 A  	 B  	 C  	 *D inside  	 Shaft Dia.  	 Unit Wt. (lbs.)  

	 307  	 20-3/8  	 16-5/8  	 9  	 20  	 3/4”  	 45  

	 309  	 24-3/8  	 19-3/8  	 10-5/8  	 24  	 3/4”  	 63  

	 310  	 28-3/8  	 21-3/8  	 11-3/8  	 28  	 3/4”  	 88  

	 312  	 32-3/8  	 24-5/8  	 13-1/8  	 32  	 3/4”  	 113  

	 315  	 36-3/8  	 28-3/8  	 14-7/8  	 36  	 1”  	 156  

	 318  	 40-3/8  	 33-3/4  	 17-3/8  	 40  	 1”  	 224

				    Typical Maximum CFM @ SP  

	 Model  	 1/2” SP  	 1” SP  	 1-1/2” SP  	2 ” SP  	2 -1/2” SP  	 Max HP  

	 307  	 1200  	 1100  	 900  	 700  	 500  	 3/4  

	 309  	 1800  	 1600  	 1300  	 1000  	 700  	 3/4  

	 310  	 2800  	 2500  	 2200  	 2000  	 1600  	 1-1/2  

	 312  	 3700  	 3300  	 2900  	 2500  	 1700  	 2  

	 315  	 5700  	 5200  	 4600  	 4100  	 3400  	 3  

	 318  	 8800  	 8000  	 7200  	 6600  	 5800  	 5   

 ‘700’ Series Dimensions (inches)

												            *Inside	 Unit Wt.
	Model	 A	 B	 C	 D	 E	 F	 G	 H	 J	 Filters	 Cabinet	 (lbs.)  

	 709	 24-3/8	 32-3/8	 24-3/8	 10-1/4	 11-13/16	 6-9/32	 7-1/16	 7-1/16	 10-1/4	 4-10x20	 24x24	 84  

	 710  	 28-3/8  	38-1/2  	 28-1/4  	 11-3/8  	 13-1/8  	 7-5/8  	 8-1/2  	 8-1/2  	 12-1/4  	 4-12x24  	 28x28  	 108  

	 712  	 32-3/8  	42-5/8  	 31-3/8  	13-7/16  	 15-5/8  	 8-3/8  	9-15/32  	9-15/32  	 16-1/2  	 4x16x25  	 32x32  	 150  

	 715  	 32-3/8  	42-5/8  	 31-3/8  	 15-7/8  	 18-5/8  	 6-7/8  	 6-1/4  	 10-1/4  	 16-1/2  	 4x16x25  	 32x32  	 155  

	 718  	 36-3/8  	48-5/16  	37-1/4  	 18-7/8  	 21-7/8  	 7-1/4  	 6  	 11-1/2  	 20-3/4  	 4-20x28-1/2 	 36x36  	 245

				    Typical Maximum CFM @ SP  

	 Model  	 1/2” SP  	 1” SP  	 1-1/2” SP  	2 ” SP  	2 -1/2” SP  	 Max HP  

	 709  	 2600  	 2500  	 2300  	 2100  	 1800  	 1-1/2  

	 710	 3200	 2900	 2600	 2300	 2000	 1-1/2  

	 712	 4400  	 4000  	 3600  	 3100  	 2600  	 2  

	 715  	 5800  	 5400  	 4600  	 4000  	 3400  	 3  

	 718  	 8800  	 8200  	 7400  	 6800  	 6000  	 5   

				    Typical Maximum CFM @ SP  

	 Model  	 1/2” SP  	 1” SP  	 1-1/2” SP  	2 ” SP  	2 -1/2” SP  	 Max HP  

	 SIS-9  	 2300  	 2200  	 2000  	 1800  	 1600  	 1-1/2  

	 SIS-10  	 2700  	 2400  	 2200  	 1900  	 1700  	 1-1/2  

	 SIS-12  	 3800  	 3500  	 3100  	 2700  	 2300  	 2  

	 SIS-15  	 5400  	 5100  	 4500  	 4000  	 3300  	 3  

	 SIS-18  	 8400  	 7800  	 7000  	 6200  	 4600  	 5  

	 SIS-20  	 12500  	 11700  	 10900  	 10300  	 9500  	 10    
Power rating (BHP) does not include transmission losses. Performance certiýed is for installation type B: Free inlet, Ducted outlet.
Performance ratings include the effects of ýlters, but do not include the effect of other appurtenances (accessories). 

Power rating (BHP) does not include transmission losses. Performance certiýed is for installation type B: Free inlet, Free outlet.
Performance ratings include the effects of the outlet hood and screen, but do not include the effect of other appurtenances (accessories). 

Power rating (BHP) does not include transmission losses. Performance certiýed is for installation type B: Free inlet, Ducted outlet.
Performance ratings include the effects of ýlters, but do not include the effect of other appurtenances (accessories). 

‘SIS’ Series Dimensions (inches)  

	Model  	 A  	 B  	 D  	 E  	 F  	 G  	 H  	 L  	 M  	 Z  	 *Inside	 Unit Wt. 
												            Cabinet 	 (lbs.)  

	SIS-9  	 24-3/8  	 19-3/8  	 10-1/4  	11-13/16  	6-9/32  	 7-1/16  	7-1/16  	 19-1/4  	 16-9/16  	 21-1/4  	 24x24  	 70  

	SIS-10  	28-3/8  	 21-3/8  	 11-3/8  	 13-1/8  	 7-5/8  	 8-1/2  	 8-1/2  	 20-1/2  	 18-9/16  	 25-3/4  	 28x28  	 87  

	SIS-12  	32-3/8  	 24-5/8  	13-7/16  	 15-5/8  	 8-3/8 	 9-15/32  	9-15/32  	 25-3/8  	 21-9/16  	 30-3/4  	 32x32  	 117  

	SIS-15  	36-3/8  	 28-3/8  	 15-7/8  	 18-5/8  	 8-7/8  	 8  	 12-1/2  	 31-3/16  	25-13/16  	 33-1/2  	 36x36  	 175  

	SIS-18	 36-3/8  	 42-1/2	 18-7/8	 21-7/8  	 7-1/4  	 6-1/4	 11-1/4  	 35-5/8  	 32-11/16	 40-1/4	 36x36	 262  

	SIS-20	 44-3/8	 49	 24-3/4	 24-3/4	 9-13/16	 5-3/16	 14-7/16	 38-5/8	 35-9/16	 45-1/2 **	 44x44	 497
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Common Features of BI Series:
•	 Full AMCA Class 1 Operation
•	 Non-overloading backward inclined (BI) welded wheels
Å Aluminum wheel - (AMAC type B classiýcation for spark resistant 

construction) - available as an option
Å Discharge position can be ýeld rotated
•	 Counter Clock Wise rotation is standard. Clock Wise available
Å Outlet þanges on models BI-24 to BI-36
•	 Temperature Ratings - without a heat slinger 250O F with a heat slinger, 

steel wheel 400O F, aluminum wheel 300O F
•	 Motor access from 3 sides
•	 Sloped motor base for ease of motor installation

‘BI’ & ‘BI-RM’  Series  
Belt Drive Utility Blowers

BI-30 to BI-36
(Standard Bottom 
Horizontal Discharge)

BI-RM (All Sizes)  
UL 762 Listed for removal 
of cooking vapours

BI-RM Features:
•	 UL 762 Listed for removal of 

cooking vapours
•	 Meets NFPA 96 guidelines
•	 Upblast discharge directs exhaust 

away from roof
•	 Integral handles for single person 

removal of motor and drive 
compartment cover

705  

705  762  

‘BI’ & ‘BI-RM’ motor and 
drive compartment

(cover removed to illustrate 3 
side motor access and sloped 
motor base for belt tensioning)

Delhi Industries certiýes that the BI Series shown herein are 
licensed to bear the AMCA Seal. The ratings shown are based 
on tests and procedures performed in accordance with AMCA 

Publications 211 and comply with the requirements of the 
AMCA Certiýed Ratings Programme.

BI-10 to BI-27
(Standard Top 
Horizontal Discharge)

•	 Continuously welded 16 gauge or 
heavier blower housing

•	 Bolted clean out door
•	 2” drain for easy removal of 

cleaning solutions
•	 Complete range of sizes from 10” 

to 36”

•	 Vinyl shaft seal 
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	 												             	 Unit Wt. 
	

Model 	 AT  	 AU  	 D  	 E  	 F  	 G  	 H  	 # K  	 L  	 N  	 O  	 P 
	 (Lbs.)  

	 BI-10  	 26-3/4  	 23-5/8  	 11-5/16  	8-1/4  	 *  	 15-1/4  	 21-5/16  	13-3/16  	 17-3/8  	 3/4  	 11  	 17-1/4  	 78  

	 BI-12  	 33-1/16  	 30-1/16  	 13  	 9-7/8  	 33-1/4  	 20-1/16  	 29-1/8  	 16-9/16  	 20-1/2  	 1  	 12-7/16  	 21-1/8  	 112  

	 BI-13  	 34-5/16  	30-13/16  	 14-3/8  	10-3/4  	 34-1/8  	 20-1/16  	 29-1/8  	 16-9/16  	 22-1/2  	 1  	 14-3/8  	 21-1/8  	 134  

	 BI-15  	35-13/16  	31-13/16  	 15-3/4  	 12  	 35-3/8  	 20-1/16  	 29-1/8  	 16-9/16  	24-11/16  	 1  	 15-7/8  	 21-1/8  	 140  

	 BI-16  	 39-3/8  	 34-11/16  	 17-5/8  	13-1/8  	 36-1/2  	 22  	 31  	 16-9/16  	 26-7/8  	 1-3/16  	 17-3/8  	 21-1/8  	 162  

	 BI-18  	 41-1/4  	 35-13/16  	 19-3/8  	14-1/2  	 37-7/8  	 22  	 31  	 16-9/16  	 29-5/8  	 1-3/16  	 19-3/8  	 21-1/8  	 172  

	 BI-20  	 49-1/8  	 42-15/16  	 21-1/4  	15-3/4  	 46-7/16  	 28  	 40-7/8  	 25-1/4  	 32-1/4  	 1-3/16  	 21-1/4  	 27-11/16  	 289  

	 BI-22  	 51-1/2  	 44-3/8  	 23-5/8  	17-5/8  	 48-5/16  	 28  	 40-7/8  	 25-1/4  	 35-5/8  	 1-3/16  	 23-5/8  	 27-11/16  	 322  

	 BI-24  	 57-7/8  	 49-13/16  	 26  	 19-3/8  	 51-5/16  	 32  	 46-1/2  	28-15/16  	 39  	 1-7/16  	 26  	 28-15/16  	 385  

	 BI-27  	 60-1/2  	 51-7/16  	 28-5/8  	21-1/4  	 53-3/16  	 32  	 46-1/2  	28-15/16  	42-3/4  	 1-7/16  	 28-5/8  	 28-15/16  	 411  

	 BI-30  	65-15/16  	68-3/16  	 31-3/4  	23-5/8  	 57-5/8  	 43-5/16  	 64-3/4  	 43-3/8  	 50-3/4  	 1-11/16  	 31-3/4  	 32  	 517  

	 BI-33  	 68-3/16  	 68-9/16  	 34-7/8  	 26  	 60  	 43-5/16  	 64-3/4  	 43-3/8  	 53-3/4  	 1-11/16  	 35  	 32  	 607  

	 BI-36  	70-15/16  	68-15/16  	 38-5/8  	28-3/4  	 62-3/4  	 43-7/16  	 64-3/4  	 43-3/8  	 57  	 1-15/16  	 38-3/4  	 32  	 747

For complete details on BI Series, request catalogue SS-30

BI-10 to BI-27  
(Standard Top 
Horizontal Discharge)

BI-30 to BI-36  
(Standard Bottom 
Horizontal Discharge)

BI-RM (All Sizes)  
UL 762 Listed for removal 
of cooking vapours

			   	 Shaft
Dimensions (inches)	 Outlet	 *No Leg on BI-10  	 #Cabinet Width	 Dia.	 Inlet
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‘BI’ Series Performance  Table
	 			   Typical Maximum CFM @ SP   

	 Model  	 1” SP  	2 ” SP  	3 ” SP  	4 ” SP  	 5” SP 	 Max HP 

	 BI-10  	 2300  	 2100  	 1700  	 1500  	 1300  	 2

	 BI-12  	 3300  	 3000  	 2700  	 2400  	 2000  	 3

	 BI-13  	 4000  	 3700  	 3400  	 3000  	 2600  	 5

	 BI-15  	 4900  	 4600  	 4300  	 3700  	 3400  	 5

	 BI-16  	 5800  	 5400  	 4900  	 4300  	 3700  	 7-1/2

	 BI-18  	 7300  	 6800  	 6200  	 5600  	 4700  	 7-1/2

	 BI-20  	 8500  	 8000  	 7200  	 6500  	 5200  	 7-1/2

	 BI-22  	 10000  	 9700  	 9100  	 7900  	 6700  	 10

	 BI-24  	 13000  	 12000  	 11000  	 10000  	 8000  	 15

	 BI-27  	 16000  	 15000  	 14000  	 12500  	 11000  	 15

	 BI-30  	 18000  	 1700  	 16000  	 14000  	 12000  	 15

	 BI-33  	 23000  	 21000  	 19000  	 17000  	 15000  	 20

	 BI-36  	 28000  	 26000  	 24000  	 22000  	 19000  	 25

CFM values listed above are summarized for convenience.                   
For full performance CFM & SP consult Belt Drive Utility Blower catalogue SS-30, Delhi’s ‘Delair’ 
blower selection program or visit www.delhi-industries.com

Power rating (BHP) does not include transmission losses. Performance certiýed is for installation type B: Free inlet, Ducted outlet.
Performance ratings do not include the effect of appurtenances (accessories). 

Additional Optional 
Accessories:
•	A luminum wheel
•	 Back draft dampers  
•	 Inlet & outlet screens  
•	 Clean out door  
Å 2ò drain ýtting 

Heat Slinger

Heresite CoatingShaft Seal

Optional Accessories

‘V’ Cap

Vibration 
Isolation Spring

Bolted Clean Out Door Vibration 
Isolators Rubber



Air Moving ProductsAir Moving Products

- 13 -

‘G-DD’ Series 
Forward Curved Direct Drive DWDI Blowers 

Features:
Å 3 speed, 115V, PSC motor
•	 Corrosion resistant G90 galvanized housing
•	 Universal base for 4 position discharge 

Heavy Duty  
Resilient Mount
Motor Mounting Bracket 

	 A	 B	 C	 D	 E	 H	 L

	16-15/16    	15-1/16    	15-9/16    	 10-1/4    	 9-3/16    	 10-3/16    	 11-3/4 

	16-15/16    	15-1/16	 15-9/16     	10-1/4	 11-13/16	 12-13/16    	 11-3/4

	 19     	 16-3/4     	17-3/8     	 11-3/8    	 10-1/2     	 11-1/2    	 13-3/8 

	 19     	 16-3/4     	17-3/8     	 11-3/8    	 13-1/8     	 14-1/8    	 13-3/8 

	 22-1/8  	 19-1/2  	 20-5/8  	 13-7/16  	 12-1/4  	 13-1/4  	 16-1/8 

	 22-1/8  	 19-1/2  	 20-5/8  	 13-7/16  	 13-1/8  	 14-1/8  	 16-1/8

			   	Static Pressure - IN W.G.

	0.5  	 0.6  	 0.7  	 0.8  	 0.9  	 1.0  	 1.2  	 1.4  	 1.6

					    CFM @ Med Speed
		 (see curves for Hi & Lo speed performance)

 	- - 	 - - 	 1148  	 1041  	 841  	 - - 	 - - 	 -  -	 - - 

	1363  	1270  	 1170  	 1045  	 865  	 - - 	 - - 	 - - 	 - - 

 	- - 	 - -	 1213  	 1025  	 742  	 - - 	 - - 	 - - 	 - - 

 	- -	 1444  	 1316  	 1172  	 979  	 - - 	 - - 	 - - 	 - - 

  	- - 	 - - 	 - - 	 - - 	 1372  	 1238  	 - - 	 - - 	 - - 

 	- - 	 - - 	 - - 	 - - 	 - - 	 1535  	 800 	  - - 	 - -

	 - - 	 - - 	 - - 	 1514  	 1335  	 1115  	 - - 	 - - 	 - - 

	 - - 	 - - 	 1665  	 1581  	 1486  	 1379  	 1000  	 - - 	 - -

 	- - 	 - - 	 - - 	 - - 	 - - 	 - - 	 1358  	 1174  	 870  

 	- - 	 - - 	 - - 	 - - 	 - - 	 - - 	 1393  	 1102  	 - -

	 Model -HP 

	 G9-7-DD-1/3 

	 G9-7-DD-1/2 

	 G9-DD-1/3  

	 G9-DD-1/2

	 G10-8-DD-1/2

	 G10-8DD-3/4 

	 G10-DD-1/2 

	 G10-DD-3/4 

	 G12-9-DD-3/4  

	 G12-10-DD-3/4

Dimensions (inches)

For complete details on G-DD series request catalogue SS-53 or visit www.delhi-industries.com 

Performance Table
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Air Moving Products

‘G’, ‘800’ & ‘900’ Series
Belt Drive Forward Curved DWDI Blowers

‘G’ Series ‘800’ Series ‘900’ Series

Features:
•	 Pillow block bearings mounted on 

“T” bar support
•	 Welded angular steel frames
•	 May be used in various discharge 

positions
•	 Corrosion resistant galvanized 

blower housing

Features:
•	 Sleeve or ball bearing models 

available
•	 Base feet can be mounted for 

various discharge positions
•	 Motor mounting hardware included 

with each blower  
•	 Corrosion resistant galvanized 

blower housing

Features:
•	 Spider bearing bracket
•	 Keywayed shaft both ends
•	 Universal Frame allows for choice 

of discharge position
•	 Motor mounting hardware 

supplied
•	 Corrosion resistant galvanized 

blower housing

			   							       F
	 800  	 900  	 800  	 900  	 800  	 900   	 A  	 D  	 E  	 (See	 G  	 L  	 M  	 P  	 R  	 Wheel	 Wheel 	 Unit	 Unit 
	Series	 Series	 Series	 Series	 Series	 Series				    Note)						      Dia.	 Width	 Wt (lbs.)	  Wt (lbs.)  

		  907		  1		  5  	 14-3/8  	 8-1/4  	 9-3/16  	 17-3/16  	 8-5/8  	 11-3/4  	 3/4  	 11-3/8  	1-1/2  	8-1/16  	 7-3/16  	  - -  	 22

		  909-7    		  1    		  5  	 17-1/4  	 10-1/4  	 9-3/16  	 17-3/16  	10-1/8  	 14-1/2  	 3/4  	 11-3/8  	1-1/2  	10-1/4  	 7-3/16   	 - -  	 27  

	 809  	 909  	 3/4  	 1-3/16  	 3  	 7–1/2  	17-1/4  	 10-1/4  	 11-13/16 	19-13/16  	10-1/8  	 14-1/2  	 3/4  	 13-15/16  	1-1/2  	10-1/4  	 9-9/16  	 20  	 32    

		  910-8    		  1-3/16    		  7–1/2  	19-1/8  	 11-3/8  	 10-1/2  	 18-1/2  	 11-1/4  	 16-1/4  	 3/4  	 12-5/8  	1-1/2  	11-1/8  	 8-1/16   	 - -  	 35  

	 810  	 910  	 3/4  	 1-7/16  	 3  	 10  	 19-1/8  	 11-3/8  	 13-1/8  	 21-5/8  	 11-1/4  	 16-1/4  	 3/4  	 15-1/4  	1-1/2  	11-9/16  	10-13/16  	 23  	 43

		  912-9    		  1-7/16    		  10  	 22-1/4  	 13-7/16  	 12-1/4  	 20-3/4  	 13  	 19  	 3/4  	 14-3/8  	1-1/2  	12-7/8  	 9-9/16   	 - -  	 48  

	 812  	 912  	 1  	 1-7/16  	 3  	 10  	 22-1/4  	 13-7/16  	 15-5/8  	 24-1/8  	 13  	 19  	 3/4  	 17-3/4  	1-1/2  	12-7/8  	12-13/16  	 33  	 59    

		  915-10    		  1-7/16    		  10  	 26  	 15-7/8  	 14-11/16  	23-3/16  	15-1/4  	 22-1/8  	 3/4  	 16-13/16  	1-1/2  	15-1/2  	10-13/16   	 - -  	 62  

	 815  	 915  	 1  	 1-11/16  	 3  	 15  	 26  	 15-7/8  	 18-5/8  	 27-1/8  	 15-1/4  	 22-1/8  	 3/4  	 20-3/4  	1-1/2  	15-1/2  	 15-1/16  	 56  	 76  

	 818  	 918  	 1  	 1-11/16  	 5  	 15  	 30-3/4  	 18-7/8  	 21-7/8  	 34  	 17-3/4  	 26-1/2  	 3/4  	 25  	 1-1/2  	18-1/2  	 18-1/2  	 110  	 115    

		  920    		  2-3/16    		  40  	 38  	 24-3/4  	 24-3/4  	 37-1/4  	 22-9/16  	31-1/4  	 1-1/2  	28-3/4  	 2  	 20-3/4  	 20-3/8   	 - -  	 202    

		  922    		  2-3/16    		  40  	 41-1/2  	 27-1/4  	 27-1/4  	 39-3/4  	 24-5/8  	 34-1/4  	 1-1/2  	31-1/4  	 2  	 22-1/4  	 22-3/8  	  - -  	 226    

		  925    		  2-3/16    		  50  	 46-3/4  	 31-1/4  	 31-1/4  	 43-3/4  	 27-3/4  	 38-3/8  	 1-1/2  	35-1/4  	 2  	 26-1/16  	 25-3/4   	 - -  	 276    

		  927    		  2-7/16    		  50  	 51-1/2  	 34-1/4  	 34-1/4  	 54-1/4  	 30-1/4	 42-11/16	 1-1/2  	38-1/4  	 2  	 28-1/8  	 27-1/2   	 - -  	 400    

		  930    		  2-11/16    		  60  	 55-1/2  	 36-3/4  	 36-3/4  	 56-3/4  	 32-5/8  	 45-7/8  	 1-1/2  	40-3/4  	 2  	 30-3/4  	 30   	 - -  	 530    

		  933    		  2-11/16    		  100  	 59-3/4  	42-15/16  	 39-3/4  	 60-3/4  	 34-1/4  	 52-1/4  	 1-1/2  	43-3/4  	 2  	 33-1/2  	 33   	 - -  	 635    

		  936    		  2-11/16    		  100  	 59-3/4  	42-15/16  	 42-3/4  	 63-3/4  	 34-1/4  	 52-1/4  	 1-1/2  	46-3/4  	 2  	 36-1/2  	 36    	 - -	 685

    	 Shaft  	 Max HP **    	 Outlet                  	 800  	 900
	 Diameter **			   Series	 Series

For complete details on G, 800 & 900 Series blowers request catalogue SS-49

** 900 Series largest available shaft size - Max HP based on listed shaft size smaller diameters are available. 
Twin models available. “F” dimension may vary among optional shaft diameters. 

‘800’ & ‘900’ Series Dimensions - (see page 15 for ‘G’ Series Dimensions)

A

B

L

D

C

E

F
H

D

R

M

L

K

J A

F

E

N

H

P

Mounting 
Holes
7/16 X 5/8

G

F

E

N

H

P

U
Mounting 
Holes

G

*

D

M

R

Q

K
L

J A

C B



Air Moving ProductsAir Moving Products

- 15 -

	 Model  	 A  	 B  	 C  	 D  	 E  	 F  	 H  	 L  	 Shaft  	 Wheel  	 Wheel  	 Unit Wt.
										          Dia.	 Dia.	 Width	 (lbs.)  

	 G7-5  	 14-5/16  	 12-5/16  	 12-11/16  	 8-1/4  	 6-7/8  	 10-3/8  	 7-7/8  	 9-5/8  	 3/4  	 8-1/16  	 4-15/16  	 13  

	 G7  	 14-5/16  	 12-5/16  	 12-11/16  	 8-1/4  	 9-3/16  	 12-11/16  	 10-3/16  	 9-5/8  	 3/4  	 8-1/16  	 7-3/16  	 15  

	 G9-7  	 16-15/16  	15-1/16  	 15-9/16  	 10-1/4  	 9-3/16  	 12-11/16  	 10-3/16  	 11-3/4  	 3/4  	 10-1/4  	 7-3/16  	 19

	 G9  	 16-15/16  	15-1/16  	 15-9/16  	 10-1/4  	 11-13/16  	 15-5/16  	 12-13/16  	 11-3/4  	 3/4  	 10-1/4  	 9-9/16  	 21  

	 G10-8  	 19  	 16-3/4  	 17-3/8  	 11-3/8  	 10-1/2  	 14  	 11-1/2  	 13-3/8  	 3/4  	 11-1/8  	 8-1/16  	 23  

	 G10  	 19  	 16-3/4  	 17-3/8  	 11-3/8  	 13-1/8  	 16-5/8  	 14-1/8  	 13-3/8  	 3/4  	 11-9/16  	 10-13/16  	 25  

	 G12-9  	 22-1/8  	 19-1/2  	 20-5/8  	 13-7/16  	 12-1/4  	 15-3/4  	 13-1/4  	 16-1/8  	 3/4  	 12-7/8  	 9-9/16  	 29  

	 G12  	 22-1/8  	 19-1/2  	 20-5/8  	 13-7/16  	 15-5/8  	 19-1/8  	 16-5/8  	 16-1/8  	 3/4 or 1  	 12-7/8  	 12-13/16  	 34  

	G15-10  	 25-3/4  	 22-11/16  	 24-1/4  	 15-7/8  	 14-11/16  	 20  	 15-11/16  	 19-1/2  	 1  	 15-1/2  	 10-13/16  	 48  

	 G15  	 25-3/4  	 22-11/16  	 24-1/4  	 15-7/8  	 18-5/8  	 24  	 19-5/8  	 19-1/2  	 1  	 15-1/2  	 15-1/16  	 56  

	 G18  	 30-1/2  	 27  	 29  	 18-7/8  	 21-7/8  	 29  	 22-7/8  	 24  	 1  	 18-1/2  	 18-1/2  	 87

“G” Series

‘G’, ‘800’ & ‘900’ Series Performance Table

			  Maximum CFM @ SP - For 900 series at Maximum Horsepower Rating  

	 Model	 1/2” SP	 1” SP	 1-1/2” SP	2 ” SP	2 -1/2” SP  

	 G7-5	 1100  	 1000  	 950  	 875  	 825  

	 G7, 907  	 3800  	 3700  	 3600  	 3500  	 3400  

	 G9-7,909-7  	 4400  	 4300  	 4200  	 4100  	 4000  

	 G9, 809, 909  	 5100  	 5000  	 4900  	 4800  	 4700  

	 G10-8, 910-8  	 5200  	 5100  	 5000  	 4900  	 4800  

	 G10, 810, 910  	 6900  	 6800  	 6600  	 6400  	 6200  

	 G12-9, 912-9  	 7600  	 7500  	 7300  	 7100  	 6900  

	 G12, 812, 912  	 8200  	 8000  	 7800  	 7600  	 7400  

	 G15-10, 915-10  	 9000  	 8600  	 8400  	 8200  	 8000  

	 G15, 815, 915  	 12000  	 11500  	 11250  	 11000  	 10500  

	 G18-13, 918-13  	 13300  	 12800  	 12300  	 12000  	 11700  

	 G18, 818, 918  	 18000  	 17000  	 16500  	 16000  	 15500  

	 920-18  	 17000  	 16250  	 15500  	 15000  	 14500  

	 920  	 26000  	 25500  	 25000  	 24500  	 24000  

	 922  	 30000  	 29500  	 28500  	 28000  	 27000  

	 925  	 40000  	 3900  	 38000  	 37000  	 36000  

	 927  	 48000  	 46000  	 45000  	 43000  	 42000  

	 930  	 56000  	 54500  	 53000  	 51000  	 49000  

	 933  	 72000  	 70000  	 69000  	 68000  	 66000  

	 936  	 76000  	 75000  	 74000  	 72000  	 70000

CFM values are listed above are summarized for convenience only & based 
on 900 series performance at  maximum rate horsepower with largest available shaft size.   
For full performance CFM, SP & HP consult Belt Drive Forward Curved DWDI Blower catalogue SS-49, 
Delhi’s ‘Delair’ blower selection program or visit www.delhi-industries.com

Dimensions (inches)	 Performance Data


